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As a specialized manufacturer of solid-pharmaceutical-production machinery,

With rich experience in the field and a great number of professional engineers and
technical personnel, we have developed about 40 types of machines in over 10
varieties, such as TDP. THP. ZP. ZPW. ZPF series Tablet Press; CFQ. XCJ.
QVC series Tablet Press Auxiliary Equipment; CH. V. HD series Mixer; YK. ZL.
LG. HLSG series Granulator; FC. B series Grinder; RXH series Oven; BY. TBY.
PBY. DBY series Sugar Coating Machine and all kinds of Die. It is used in
pharmaceutical, food, chemical, electronics, metallurgy and other industries. The
products are sold throughout the China, some of them have entered Europe,
America, the Middle East, Southeast Asia. It is trusted and praise by domestic and
foreign user.

Our company also can provide services for our customer from machines selecting,
technical designing to technique training. We offer customers low price, high quality
and prompt delivery.

Our company bases its existence on quality efficiency as principles so as to provide
first-class pharmaceutical equipment and after-sales service to customers.

HuaMao Machinery promises to supply quality products with good price and service
to achieve customers' satisfaction always.
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Model TDP Type Single Punch Tablet Press

TDP-1 Single Punch Tablet Press TDP-5 Single Punch Tablet Press
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Description for usage:

This machine is a small-sized table type tablet press. It drives by motor, can continually punch various tablets.
This machine can punch various small grain and rough powder to form round tablets or special-shaped tablets,
is available to the laboratory or to the produce in little batches for various tablets, saccharine tablet, calcium
tablet and special-shaped tablet, etc.

FEZHAKRKSZE Main Technique Specifications

Model %! % TDP-1 TDP-5
Dies 4% 1Set
Max. Pressure fiz Kk /i ) 25KN 50 KN
Max. Dia. of Tablet 1 A [k 1 F 1% 13mm 22mm
Max. Filling Depth 1z K 78 H{ i JiE 11mm 13mm
Max. thickness of the Tablet 1 [ Ji JiE J 6mm 7mm
Production Capacity Pcs/hr) 27 fiE /) : 6000 Pcs/hr. 3000 Pcs/hr.
Motor Power (220V/1 Phase) L 1) % 550W 1.1Kw
Motor Power (380V/3 Phase) Hi L 1h # 370W 1.1Kw
Overall Size (mm) 4ME R ~F \ 580%450x625 600x500x700
' Net Weight (Kg) & 1 80 150
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THP-Sierial Flower Basket Tablet Press
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THP-10 Flower Basket Tablet Press

Characteristic:

This machine is a small continuous automatic tablet press which is
one of the essential equipments for pressing granular raw materials
into tablets or medicines taken with water in pharmaceutical,
chemical, food, electronics industries.

It can be used to press medicinal tablets, catalysts, candies, calcium
coffee pills, powder metallurgical parts, electronics components,
various tablets of pesticide and fertilizer etc. in small batch
production, laboratory and hospital.

The machine can press special shaped, ring-like tablets of different
kinds, and can also process the tablets of pesticide both sides are
impressed trademarks, letters and simple patterns

THP-4 Flower Basket Tablet Press

F E 3 KZS £ Main Technique Specifications

5 Model THP-4 THP10 THP16
M B A Dies (1) (set) 1set
It K JE B 71 Max. pressure (KN) 40KN 100KN 160 KN
e Kl H 48 Max. Diaof Tablet (mm) 30mm 40mm 65mm
Bt K 76 HiBE Max.Depth of fill (mm) 25mm 45mm 65mm
OB 35 K F L% Max. Outside Dia.of Ringnlike tablet 22mm 35mm 55mm
I F 5 K AL 4% Max. Hole Dia. Of Ringnlike tablet 10mm 14mm 22mm
" 7= fit /1 Production Capacity (pcs/hr.) 3000 2750 2400
HL L I % Motor Power (Kw) 1.1 Kw 3.0 Kw 4.0 Kw
Ah 8 RS Overall Size (L x W x H) (mm) 685x 565 1610 | 666 x 860 x 1800 | 700x 860 x 1900
| ¥ J  NetWeightz 275 Kg 520 Kg 750 Kg
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ZPF5/ZPF7/ZPFOkEse X [E B #l
ZPF5/ZPF7/ZPF9 Rotary Tablet Press
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Application:

Model ZPF5. ZPF7. ZPF9 Rotary Tablet Press is
a small rotary tablet press, it is mainly used to
research for tablet techniques.

Characteristic:

This machine can punch various small grain and
rough powder to form the circular or special-
shaped tablets, is available to the laboratory or to
the produce in little batches for various tablets,
saccharine tablet, calcium tablet and special-
shaped tablet, etc.

FEH#H AKSE Main Technique Specifications

55 Model ZPF5 ZPF7 _ ZPF9
M ELH Dies (11) (Sets) 5 7 9
It KJEF /1 Max. Pressure (KN) 40

It X JE Jy 4% Max. Dia. Of Tablet (mm) 13

I K 78 BUAE S Max. Filling Depth (mm) 15

i JCH ) JELJE Max. Thickness Of Tablet (mm) 6

B 1553 Turret Speed (§/41) (r/min.) 35

J5e K7 7= 1k Max. Production Capacity (pcsihr.) 9600 13440 17280
fHL 3 % Motor Power 1.5 Kw / 220V / 50Hz

4b B RUS) Dimension (LxWxH) (mm) 4405901050

7 H Net Weight (Kg) 275
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ZP12C Rotary Tablet Press
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Application:

Model ZP12C Rotary Tablet Press is a small rotary tablet press, it is mainly used to
research for tablet techniques. This machine can punch various small grain and rough
powder to form the circular or special-shaped tablets, is available to the laboratory or to
the produce in little batches for various tablets, saccharine tablet, calcium tablet and

special-shaped tablet, etc.

F E# K S % Main Technique Specifications

5 Model ZP12C
AL Dies 12 Sets
e KJE F 71 Max. Pressure (KN) 40
I K Fy 142 Max. Dia. Of Tablet (mm) 25
e KR HLVR JE Max. Depth Of Filling (mm) 17
T N E - JELFE Max. Thickness Of Tablet (mm) 9

I F A 7 Bt Production Capacity (pes/hr.) 28800

HLHL I % Motor Power

2.0 Kw/ 3800V /50Hz

A RSE overall Size (mm) POREnnI
1§ 7 NetWeight (Kg) 0
LR B L A ) 04
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ZP15Y/ZP15CAR T REFEE X E F

ZP15Y/ZP15C Rotary Salt

JREE .

AP —Fh B ) BE L R LA, R,
v A5 Tl T T A RS 5 Ao OB IR ST FS 1 e e 1 2
A

E G H T AN A 7 R B 9 R R R Y % A AR

B 8R4

%

U S 0 L TR S B, i — A B 15
Foo ¥R RE . PR Fe BOR B Kl IR RE S vl il 4y . WL L
TrD BB 22 i S, T fp DRk AT S R Y WL B R . BLfA

- A W R) R, ok R M T W AL A% A B I AR 1 R
;ﬁi;{ﬁ?ﬁi*ﬁ?ﬁiﬁl‘iu HARIE R A B, A HLAC A 9 aa
o .

Application:

This machine is a principal equipment used in
pharmaceutical, chemical and food industries for
automatic and continuous forming of tablets from
granulated materials.

Itis specially suitable for small quantity and mass
production of salt or calcium tablets of round form or other
different geometrical shape tablets.

Characteristics: ZP15Y

The turret carries 15 sets of punches and dies, so 15

tablets will be pressed for each revolution of the turret. During operation, the speed of the turret rotation, the
depth of the filling material and the thickness of the tablets can be adjusted. The mechanical buffer unit will
prevent punches and apparatus from overload damage. A powder suction unit is attached to take in the residual
powder during operation, so that the blockage by the residual powder can be eliminated and the collected
powder material can be reused. For materials filling, there is a force filling device on the machine.

F EH KR Z % Main Technique Specifications

A5 Model ZP15Y ZP15C
B Dies (Sets) 15 15

I K Fr 1) Max. Pressure (KN) 60 60

I K v i #2Max. Dia. Of Tablet (mm) 26 25

I K7 HUE £ Max. Depth Of Fill (mm) 15 30

I K JE EEMax. Thickness Of Tablet (mm 6 5~15

A S Turret Speed (F5/41) (r/min.) 20~40 15~28

A 7 fit 1) Production Capacity

CHI )Y (pes. /hr.) 20000~30000 13500~25200
HHLIh % Motor Power 2.2 Kw/ 380V /50Hz / 960r/min. 3.0 Kw/ 380V / 50Hz / 960r/min.
4hJE RS Overall Size (mm) 8807501600 880x750x1600
T 1t Net Weight (Kg) 560 560
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ZP15/ZP17/ZP195E4E X E B #1
ZP15/ZP17/ZP19 Rotary Tablet Press
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ZP15/ZP17/ZP19

Characteristic:

This machine is a principal equipment used in
pharmaceutical, chemical and food industries for automatic
and continuous forming of tablets from granulated materials.

It is specially suitable for small quantity and mass production
of pharmaceutical, candy and calcium tablets of round form or
other different geometrical shape tablets(except ZP19).

B-Type is a new type designed in accordance with GMP
standard, its surface is covered with stainless steel and looks
nice.

ZP15B/ZP17B/ZP19B

i EH KRS Main Technique Specifications

5 Model ZP19/ZP19B ZP17/ZP17B ZP15/ZP15B
M ELHL Dies (11) (Sets) 19 17 15

I KJE v 7] Max. Pressure (KN) 40 60

Iz K e F B 4% Max. Dia. Of Tablet (mm) 13 20 25

I K 78 BUZ £ Max. Filling Depth (mm) 15

i JOHs i J5EE Max. Thickness Of Tablet (mm) 6

5 4 4 34 Turret Speed (#4/4%) (r/min.) 20~40

I K7 7 it Max. Production Capacity (pes/hr.) 25000~45000 22300~40800 20000~30000
HLHLII % Motor Power 2.2 Kw/380V /50Hz / 960r/min.

Hh 8 K<) Dimension (LxWxH) (mm) 880X750X1600

7 Net Weight (Kg) 560
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ZPF15/ZPF17/ZPF19%! iR IE K #l
ZPF15/ZPF17/ZPF19 Rotary Tablet Press
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Application:

This Rotary Tablet Press is a principal equipment used in pharmaceutical,
chemical and food industries for automatic and continuous forming of tablets
from granulated materials.

It is suitable for small quantity and mass production of pharmaceutical, candy
and calcium tablets. it is not only suitable for making round shape tablet, but
also can press other irregular shape tablet.

Feature:

Stainless steel casing is of fully enclosed structure and internal surfaces are

made of stainless steel. The surface of the turret receives special treatment

so that it can both maintain the surface gloss and prevent cross infection, and conform to GMP requirements as well. Windows
and doors with transparent glasses results in clear watch for tablets and side panel can be fully opened so as to achieve easy
cleaning and service of inside. All controllers and operability are reasonably arranged, Frequency conversion device is used to
regulate speed electrically, which is featured by easy operation, steady rotation, safety and correctness. Overload protective
device is mounted so that when the pressure is overloaded, the machine will automatically stop. Enclosed in the oil tank below
the main body of the machine, the transmission system are totally separated individual components. In this way, the parts
won't cause cross infection and as the transmission parts are immersed in the oil tank, they are easy to dissipate the heat and
abrasion resistant. The machine is furnished with powder suction device etc.

i ZH RS Main Technique Specifications

B4 Model ZPF15 ZPF17 ZPF19
MBI XL Dies (f1) (Sets) 15 17 19

I KIE R /1 Max. Pressure (KN) 60

Fe KJE F i 12 Max. Dia. Of Tablet (mm) 25 20 13

I K F HUE I Max. Filling Depth (mm) 17

I52 N 5L Max. Thickness Of Tablet (mm) 9

ety i3 Max. Rotary Speed Of Tumet 40

5 A2 7 hit Max. Production Capacity (pcs/hr.) 36000 40800 45600
fHL I % Motor Power 3.0Kw / 380V / 50Hz

4b B4 JLS) Dimension (LxWxH) (mm) 700%1000x1600

1t . Net Weight (Kg) 800
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ZPF21/ZPF23%Y 38 4& £ # 4l
ZPF21/ZPF23 Rotary Tablet Press for Chicken MSG block
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Application:

This machine is a double pressing type capable of automatic revolution and continuous pressing to press raw
material in particle form into tablets. It mainly applies to the tablet production in pharmaceutical industry and
also is applicable to chemical, food, electronic etc.

Feature:
Model ZPF21/ZPF21 can make large diameter tablet, such as chicken MSG block, salt tablet etc..
For ZPF21, the max. tablet's diameter can be up to 40mm, and its output is 63000pcs for one hour.

For ZPF23, the max. tablet's diameter can be up to 38mm, and its output is 69000pcs for one hour.

FEH#H KBS E Main Technique Specifications

45 Model ' ZPF21 ZPF23

ML %L Dies (Sets) . 21 23

I KK Fy 71 Max. Pressure (KN) 80 80

g N & F 1 1% Max. Dia. Of Tablet (mm) 40 38

i KB K 5L Max. Thickness Of Tablet (mm) . 9

I K 7= ig J1 Max. Production Capacity (pcs/hr.) 63000 69000
| 1 20 P12l % Motor Power ' 7.5 Kw/380V/50Hz
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ZPF25/ZPF27/ZPF29E3: X £ B #1
ZPF25/ZPF27/ZPF29 Rotary Tablet
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Application:

This machine is a double pressing type capable of automatic revolution and
continuous pressing to press raw material in particle form into tablets. It mainly
applies to the tablet production in pharmaceutical industry and also is
applicable to chemical, food, electronic etc.

Characteristic:

Stainless steel casing is of fully enclosed structure and internal surfaces are made of stainless steel. The surface of the turret
receives special treatment so that it can both maintain the surface gloss and prevent cross infection, and conform to GMP
requirements as well. Windows and doors with transparent glasses results in clear watch for tablets and side panel can be fully
opened so as to achieve easy cleaning and service of inside.

All controllers and operability are reasonably arranged, Frequency conversion device is used to regulate speed electrically,
which is featured by easy operation, steady rotation, safety and correctness.

Overload protective device is mounted so that when the pressure is overloaded, the machine will automatically stop.

Enclosed in the oil tank below the main body of the machine, the transmission system are totally separated individual
components. In this way, the parts won't cause cross infection and as the transmission parts are immersed in the oil tank, they
are easy to dissipate the heat and abrasion resistant. The machine is furnished with powder suction device etc.

FEHAKSE Main Technique Specifications

155 Model ZPF25 ZPF27 ZPF29
ML Dies (Sets) (ff) 25 27 29
151 FL B K% standard of Punches and Dies ZP/IPT

i K H 71 Max. Pressure (KN) 80

#e KJE Jy H 4% Max. Dia. Of Tablet (mm) 22 20 17
I5r K 78 U FE - Max. Depth of fill (mm) 20

$5z N )5 Max. Thickness of tablet (mm) 8

¥ 5 Iig K6 3 Max. Turret Speed(r/min.) 38

$pz K7 41t Max. Production Capacity (peshr) 114000 123000 132000
H L) # Motor Power 5.5 Kw/ 380V / 50Hz

HRJE L 5] Overall Size (L x W x H)(mm) 1200% 900 x 1650 mm

1 H Net Weight (kg) 2200 2200 2200
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ZPF25D&! e E H#l

ZPF25D Rotary Tablet Press
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Application:

This machine is a double pressing type capable of automatic revolution and
continuous pressing to press raw material in particle form into tablets. It mainly
applies to the tablet production in pharmaceutical industry and also is applicable
to chemical, food, electronic etc.

Feature:

Stainless steel casing is of fully enclosed structure and internal surfaces are made of stainless steel. The surface of the turret
receives special treatment so that it can both maintain the surface gloss and prevent cross infection, and conform to GMP
requirements as well. Windows and doors with transparent glasses results in clear watch for tablets and side panel can be fully
opened so as to achieve easy cleaning and service of inside.

All controllers and operability are reasonably arranged, Frequency conversion device is used to regulate speed electrically,
which is featured by easy operation, steady rotation, safety and correctness.

Overload protective device is mounted so that when the pressure is overloaded, the machine will automatically stop.

Enclosed in the oil tank below the main body of the machine, the transmission system are totally separated individual
components. In this way, the parts won't cause cross infection and as the transmission parts are immersed in the oil tank, they
are easy to dissipate the heat and abrasion resistant. The machine is furnished with powder suction device etc.

It can press three layer tablet.

FEHFHAKSE Main Technique Specifications

5 Model ZPF25D
ML Dies (1) (Sets) 25
i NJE v 71 Max. Pressure (KN) 80
, I K M Fy H 1% Max. Dia. Of Tablet (mm) 20
Iz K e HUZE % Max. Filling Depth (mm) 20
5t KR 7 A Max. Thickness Of Tablet (mm) 8

¥ 5 5 N6 18 Max. Rotary Speed Of Turret

36 r/min.

f5e KA P74t Max. Production Capacity (pcs/hr.)

H1HL I % Motor Power

54000 (Forthree layer) /160000 (For one layer)
5.5 Kw/380V/50Hz/

Ap 1 ]S Dimension (LxWxH) (mm)

14+ HL Net Weight (Kg)

1200 900 x 1650 mm
2200Kg
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ZP33/ZP33BE! mEHNE R #1
ZP33/ZP33B Rotary Tablet Press

ZP33B
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ZP33

Application:

This machine is a principal equipment used in
pharmaceutical, chemical and food industries for automatic
and continuous forming of tablets from granulated materials.
Itis specially suitable for small quantity and mass
production of pharmaceutical, candy and calcium tablets of
round form tablet.

Characteristics:

The mechanism of the machine belongs to double-press
type, two sets of feed assemblage and press roller unit are
included. The turret carries 33 sets of punches and dies, so
66 tablets will be pressed for each revolution of the turret
rotation.

B-Type is a new type designed in accordance with GMP
standard, its surface is covered with stainless steel and
looks nice.

F EH KRS % Main Technique Specifications

5 Model ZP33/ZP33B
ML Dies () (Sets) 33

I K i J) Max. Pressure (KN) 40

It N s i M 42 Max. Dia. Of Tablet (mm) 13

e K 78 HUZE £ Max. Depth Of Fill (mm) 15

T K B R £ Max. Thickness Of Tablet (mm) 6

e HE B Turret Speed ($4/44) (r/min.) 11~28

" 77 fig 7] Production Capacity

43000~110000 ¢ Jv/if) (pes./hr.)

H1LHLIh # Motor Power

2.2 Kw/ 380V /50Hz/960r/min.

A8 JE R S) Overall Size (mm)

930X900x1600

i it NetWeight (Kg)

M ERBBNEARLE DD 11
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ZPF33/ZPF35/ZPF37iEd: X [E B #l
ZPF33/ZPF35/ZPF37 Rotary Tablet
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Application:

This machine is a double-press type, continuous automatic tablet press for
pressing granular raw materials into tablets, it is mainly used in pharmaceutical
industry and also the chemical. food and electronic industries.

ZPF33D

Characteristics:

The outside part of the machine is fully enclosed. The material of the cover and the inside table face is stainless steel. The
turret face is specially disposed keeping the luster of the face and prevent the cross pollution, meeting the G.M.P
requirement.

It has transparent windows so that press condition can be observed clearly and the windows can be opened, it is easier for
cleaning and maintenance.

The lay-out of all the controllers and the operate parts is reasonable.
The speed adjustment of the driver is controlled by the frequency conversion device.
All the drive devices are located inside the machine, so keep the machine clean.

A overload protection unit is included in the system to avoid the damage of the punches and apparatus, when overload
occurs, the machine stops automatically.

C-type is an improvement of the original machine with additional function of pre-compression. force-feeding device and the
device to prevent the breakage of the upper punch.

F EH K2 Main Technique Specifications

145 Model ZPF33 ZPF35 ZPF37
ML % Dies (1) (Sets) 33 35 37
55 HL B #% Standard of Punches and Dies ZP /IPT(D-type)

i K F 71 Max. Pressure (KN) 80

fiLIE Jy 71 Pre-pressure (KN) ({LC-%!#1)

15 (Only for C-type)

Iz K ) £ 4% Max. Dia. Of Tablet (mm) 13
It K AL HUEE BE Max. Depth Of Fill (mm) 17
I N JE 7 JE B Max. Thickness Of Tablet (mm) 8
L& I K ¥ Turret Speed (r/min.) 40
I KB 7 Bt Max. Production Capacity (pcs. / hr.) 158000 168000 177000
H1 HLZh % Motor Power 5.5 Kw /380V /50Hz / 960r/min.
AR RUS) Overall Size  (LxWxH) (mm) 1000%1200%1700
7T Net Weight (Kg) 2200
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ZPF45 Rotary Tablet Press
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Application:

This machine is a double-press type, continuous automatic tablet
press for pressing granular raw materials into tablets, itis mainly
used in pharmaceutical industry and also the chemical. food and
electronic industries

Characteristics:

The outside part of the machine is fully enclosed. The material of the cover and the inside table face is
stainless steel. The turret face is specially disposed keeping the luster of the face and prevent the cross
pollution, meeting the G.M.P requirement.

It has transparent windows so that press condition can be observed clearly and the windows can be
opened, itis easier for cleaning and maintenance.

The lay-out of all the controllers and the operate parts is reasonable.

The speed adjustment of the driver is controlled by the frequency conversion device.

All the drive devices are located inside the machine, so keep the machine clean.

Aoverload protection unitis included in the system to avoid the damage of the punches and apparatus,
when overload occurs, the machine stops automatically.

F E# K S % Main Technique Specifications

%5 Model ZPF45
ML Dies (1) (Sets) 45
Fi FL#1 K%  Standard of Punches and Dies ZP
I KJE i 71 Max. Pressure (KN) 80
fii [ v 71 Pre-pressure (KN) 20
Iz K ) £ 4% Max. Dia. Of Tablet (mm) 13
It K AL HUEE BE Max. Depth Of Fill (mm) 15
g KB F 2 BE Max. Thickness Of Tablet (mm) 6

L& I K ¥ Turret Speed (r/min.) 38
I KE 7 i Max. Production Capacity (pcs. / hr.) 205000
HLHL L) % Motor Power 5.5 Kw/ 380V / 50Hz / 960r/min.
Ak RES) Overall Size  (LxWxH) (mm) 1240%1250%1900
7 Net Weight (Kg) 2800
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NJP-Type Auto Capsule Filling Machine
it g

NJP-400, NJP-600, NJP-8004% =5 Ntk ik Jie 20 771 (1) A sl 86 1) /s
RIWSREFSOHL, FFACMPIRTE . LR R 48 20 FERLKY, G847 F-Aanm
oG LB TR e, FEUORTRE s SR

NJP-900, NJP-1000, NJP-12004%— e &0izE, fLarR7ehin 4 E
1 20 0l e A A B % o % BLEE & P 25 (04 PR R GMP Y B sk B 4T T AL i =
i, HAAER S, LN, G, ZEHORIRHERG. ThitFr 4. BT
ARG, BRI SR e . e, Fob. BIBE. BUE. AR B
TVEEENAE, JEZH AN LR AT A A g B AR R A A B .

Prodcut Description:

NJP-400, NJP-600, NJP-800 is a small capsule filling machine that ik el 5
designed for small batch production enterprise, meet the GMP standard. i
The machine adopt camber roller gear cam index, running stadly and the

noise is low. Hole plate type and five times filling ensure the high filling

precision. Operation is convenient.

NJP-900, NJP-1000, NJP-1200 is an intermittent motion and hole plate

type filling full automatic capsule filling equipment. It adopt optimization

design for meeting the characteristics of chinese medicine and the

requirement of GMP, it has the characteristics of compact mechanism,

small volume, lower noise, precision filling dosage, multi-function, stably running etc. It can finish the following motion at the
same time: capsule feeding, capsule separating, powder filling, capsule rejecting, capsule locking, finished capsule
discharge and die hole cleaning etc. It is the most ideal hard capsule filling equipment for pharmaceutical and health food
industry.

F Z 4 K £ # Main Technique Specifications

it} % Model NJP-400 | NJP-600 ’ NJP-800 NJP-900A/B/C/D | NJP-1000A/B/C/D | NJP-1200A/B/C/D
75 307 1Y A, B Powder/Pellet Al BA . H il Powder/Pellet/Tablet
Filling dosage
I& P e B JBE B2z 4 R P WEA-E
Capsule Size Supro/safefy capsule size:A-E (need to exchange the spare parts/moulds accordingly)
I ORI 24000 36000 48000 540003 600003 720003
Max. Output (Capsules/hr.)
LY 2 3K Power Supply 380V 50Hz 2.2kw (Can be made according to the client's voltage standard) ‘
I 745§ b5k Noise <75dBA
S B R Machine Size 930%790%1930mm 1020 %860 1970mm ‘
BL# 75 i Net Weight 800kg 900kg
#iE:

AT S A T P DN RO e S T . L.

Bt AC T, ORI 004 o B o G L L.

C 000 W ST T U0 0 5 0 A0 o7 0 20 T . RSROBL, B EPLC+ ACHL 0 ol s ) R 5
DA JE AECRI MY AL Rl 2 EACHT T ENHLLL RO AT R 3 R 4.

Remark:

For NJP-900, NJP-1000, NJP-1200, Model A is common configuration, it adopts domestic cam graduation box, reducer and vacuum pump;
Model B is high configuration, it adopts well-known brand cam graduation box, reducer and vacuum pump in the world. Model C is super
configuration, it increase Siemens PLC & Human Machine Interface(LCD) control system on the base of Model B configuration; Model D
increase the printer to print the production data and Omron optical fiber checking system on the base of Model C configuration.

W ERENEARLE D) 14
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B-Serials High Speed pulverizer

i -
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Application:

B-serials High Speed Pulverizer can
be applied widely to crush materials
for pharmacy, chemical, food, dyestuff,
etc.

Characteristic:

The parts which tough material are
mare made of (polished) stain less
steel, easy cleaning, flexible moving,
high output and easy operation.

F Z 3 KRS £ Main Technique Specifications

4 %5 Model 20B 30B 40B
7 fiE 71 Max. Capacity(kg/h) 60~150 100~300 160~800
| 1 %l ¥ ¥ Spindle Rotating Speed(r/min) 4500 3800 3400
| BEFL B Feed Manner(mm) 6 10 12
| 2 6% 41 £ Powder Fineness(mesh) 60~150 60~120
¥ 1% Hi HL Crushing power(Kw) 4.0 5.5 11
| W 2> B BL Dust catcher(Kw) 1.5
‘OveraIISize(LXWXH)(mm) .1100x600x1650 1200 x 650 x 1650 | 1350 x 700 x 1650

mERHBELRARLED 15
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FC-Serials Hammer type pulverizer
&

AHGGEH TEZ. frih. 61T 184 H i 24 7= ok B0 20 7 2 2 5
FONHEREZ5 M. 0. AL TEORH TR R . AP E . bt A
Y kL £ HE TR & T BT gk .

FFIE:

# HL 4> i 5% 1304 (OCr18Ni9) A% .

ABUSE By 5K B P S5 0, A7 BO R T AR5 . FC180MIFC250%!
K9 % 5 0 B kL, G RL AT g, AT AT O R AR AR T AR,
A R R B A A

AHLRARAFH . SUEH., T BRE, BEh. BEgs. @
{45 25 . FC180RMFC250% KL A7 /K ¥ M1 Th g, vl A7 2 B 108D 0 8 176 b 15
ik o i A i .

FC250

Application:
The supplies in trades such as the pharmacy, food,

chemical industry, metallurgy, papermaking and
scientific research, etc., are crushed and processed.

Characteristic:

This machine is made of stainless steel material in
order to reach the GMP standard of pharmacy.

Model FC160 & FC250 adopts electromagnetic
vibration to feed in raw material, automatically
control the charging speed, reduce labor intensity
and improve crushing function.

Model FC160 & FC250 adopts the cooling water to

FC180 FC130 reduce generating heat in the course of crushing.

F E 7 KR Z % Main Technique Specifications

i 5 Model FC130 FC180 FC250

¥ W % F 1% Diameter of pulverizing room $®130 mm ® 180 mm ®250 mm
BEEL KL 12 Feed Particle Size < 6mm < 10mm < 10mm
itk 77 3% Feed Manner T-zZh it ¥ hand i 37 i ¥l Vibrator

- &l ¥ i Spindle Rotating Speed 9500 r/min. 8000 r/min. 5000 r/mins
¥ #2410 [ Powder Fineness 20 ~ 200 mesh

= 7" i JJ Production Capacity 1~ 15kg/h. 3 ~ 30 kg/h. 15 ~ 70 kg/h.
HLHLZh % Motor 1.1Kw 2.2Kw 5.7Kw

AR JE R S) Overall Size 630 x 390 x 1150 700 x 500 x 1300 | 750X 550X 1370
7# # Net Weight 100Kg 250Kg 350Kg
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FQQ -Type stainless steel inclining ball mill

FQQ10x2

F i -

ApefoE 2. T fah . mAe ST kE

WF b ) 0 17 A k) B n L .

454
iE ¥ KBS
Y5 3.

FEEMT, mTHE LM, &£

A BUIE W7 LA A0 D LA L A5 1 Y L

A HU A e B e ) ek 4 8 SR A 6 40 6 RL T

%

FQQ16x4

FQQ120

Application:

This product is suitable for rubbing and processing the
supplies superfine in trades such as pharmacy, chemical
industry, food, metallurgy, etc.

Characteristic:

Itis suitable for robbing with water, dry robbing and
processing supplies. There is no damage and pollution.

This machine can also mix the supplies of more than two
kinds of materials.

The appearance and supplies contacted of this machine are
made of stainless steel material.

F EZ# K S % Main Technique Specifications

Mode Tt viuiuns || Mimnace || IFotate an’ /Mot Eovr || Eiaratim | et ogant
of ball jar (L) (Mash) (R/min) (KW) (LxWxH) (Kg)
FQQ10x2 10Lx2 =200 48 1.1 1000x400%x630 =200
FQQ20x2 20Lx2 =200 80 1t 1144x470x875 ~200
FQQ16x4 16Lx4 =200 80 2.2 1230%x840%1025 ~300
FQQ16x6 16Lx6 =200 80 3.0 1350%840%1100 ~500
FQQ120 120 =200 80 2,2 1600x800x1580 ~300
FQQ150 150 =200 80 2.2 | 1750x800%1580 | ~500
FQQ200 200 =200 80 2.2 1780x800x1580 ~550
FQQ300 300 =200 80 2.2 1800x800x1580 ~650

W ERHBENRARLAEDD 17
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CH-Serials Trough Type Mixing Machine

i -
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Application:

CH-Serials Trough type mixing machine
is designed for thoroughly mixing
powers or pastes, it is a horizontal
trough type mixer with single stirring
arm. The stirring arm is removable so
that is easy to clean the parts. Surfaces
which may tough the mixing materials
are made of stainless steel, So they are
good corrosion-resistant. The mixing
trough can be automatically controlled.
The configuration employ stainless
steel that is easy to clean and
maintaining and meet GMP standard.

F EH RS Main Technique Specifications

%5 Model CH10A | CH50A |CH100A CH150A | CH200A | CH300A
L5 5 A B Trough capacity (L) 10 50 100 150 200 300

B ELA R Loading capacity (L) 6 30 60 90 120 180

{3 1 3 % 7 Mixing arm speed (rpm) 24

A R B8 %% /6 FE Tilting angle of the trough 105

A B 55 %)% Tilting speed of trough 26 sec

FHLHLZh # Main motor (kW) 0.25 1.1 2.2 3.0 4.0 5.5

i HL L)% Tilting motor (kW) 0.75

4L K < Overall dimensions (LxWxH) (mm) 600x280x450 | 960x420x800 | 1100x440+900 | 1280x600x1100 | 1400x600x1200 1500x750x1280
HL#% 7% . weight (kg) 40 200 250 700 750 850
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V-Type mixer
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Application:

This mixer is applicable for mixing powdery or granular materials in
pharmaceutical and other industries.

Working Principle:

It consists of two V-type cylinders of different altitudes, and through
mechanical transmission the materials in these cylinders are made to
move back and forth and turn over again and again, thereby achieving
the goal of uniform mixing.

Features:

This machine has the following distinguishing features.

No blind eagle in the cylinders, no accumulation of materials, high
speed, and short mixing time.

With the body made of stainless steel and both inner and outer walls
polished, the cylinders have elegant appearance.

The charging of materials can be made either by manual operation or
through vacuum suction.

For discharging, rotating valves and rapid swivel heads are adopted.

EBZHAK Z ¥ Main Technique Specifications

Specifiﬁgﬁtn (m3) Ma::.l.{é:gj;éc)i*i’y (L) Rottfrﬁ S{fetgd%pm ) Poﬁéwa) ngrbajlflgs}i\;éjkmm) Net Wﬂe’i'!gﬁt:\t (Kg)
0.005 2 15 0.095 300X400X500 10
0.05 20 15 0.037 1160X820X1200 200
0.15 18 18 0.75 1620X1400X1700 250
0.3 120 15 1-5 2100X1600X2400 450
0.5 200 15 1.5 2200X2000X 2800 500
0.6 240 15 1.5 2200X2000X 2800 550
1.0 400 12 2.2 3100X2300X3100 700
15 600 10 3.0 3420X2600X3500 900
2.0 800 10 3.0 3700X2800X3550 1000
3.0 1200 9 4.0 4200X2850X3800 1100
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HD-Serials Multl Directional MovementMixer
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Usage and feature

As a high efficient missing equipment this machine is used for high homogeneity mixing of powdery and particle materials in such
trades as pharmaceutical, food, chemical, light industry, machinery, electronics, mining and metallurgy, national defense
industry and scientific research etc.

Material has no centrifugal force effect, specific gravity segregation, lamination and accumulation during mixing.

Each component can be mixed under wide gap of weight proportion, mixing rate reaching over 99.9%.

Loading cofficient can reach 80% (40% for normal ones).

With compact structure, driving part of the equipment is stepless speed controlled, featuring convenient operation.

Each part of drum is transited by are and polished precisely, meeting the GMP requirement.

Working principle

Mixing barrel is suspended on ends of driving and driven axles through two Y type universal joints that are crossing and vertical
to each other in the space. When driving axle is driven to rotate, universal joint makes the barrel perform composite motion
including horizontal moving, rotation and turning etc, in the space, by which, material also performs 3-dimensional motion inside
the barrel. Several kinds of material inside the barrel flow, diffuse, penetrate each other and finally form uniform status.

F ZE A S % Main Technique Specifications

U 5 Model HD-5 | HD-100| HD-200 HD-400 | HD-600 HD-800 | HD-1000 HD-1200 HD-1500
Fl 2} 7281 (L) Barrel capacity 5 100 200 400 | 600 800 1000 1200 | 1500
iz S fL 72 B (L)Max. loading capacity | 4 80 160 320 | 480 640 800 960 1200

i 0% B E BH(kg)Max. loading weight | 2.4 50 100 200 | 300 400 600 | 700 900

T8 5 (r/min)Speed of driving shaft | 0~28 0~8

fLHL L) 3 (kw) Motor power 0.25 1.5 2.2 4 5.5 7.5 7.5 11 11

ML 5 (kw) Total weight 150 500 800 | 1200 | 1500 | 2000 | 2500 3000 @ 3000
L 750 1700 | 1800 | 2100 | 2400 | 2600 | 2650 | 2950 | 3100

SMTE RG] (mm)

Overall dimensions H 450 1500 1600 1950 2350 | 2500 2600 2750 3000
w 550 1250 1350 | 1650| 1750 | 2000 | 2100 & 2200 2250
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HLSG-R FI;E 3B & &l KL H
Model HLSG-Serials Wet-Mixer & Granulator
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Main characteristics:

Conical material groove: Material can be mixed uniformly.

Pneumatic automatic discharge: Sealed and reliable.

Pneumatic pot cover lifting; Easy operation.

Adjustable rotational speed of cuter.; The granule diameter can be controlled easily.

The rotational speed can be controlled manually: You can try to find out the technological parameters for
experiment.

Set up through pad screen for programmable control the quality of every batch is stable and uniform.

Gas filled sealing of rotating shaft: Easy cleaning and short cleaning time.

Water-spraying cleaning of rotating shaft: Easy cleaning and short cleaning time.

Cooling of interlayer-jacket of material groove: Improving quality of granule.

The parts which tough material are mare made of (polished) stain less steel: Meeting the specifications of
GMP.

Appropriate height of discharge outlet: It can be used together with the drying equipment.

FEH KZSE Main Technique Specifications

RS/ EE Model / Specifications HLSG10 | HLSG50 |HLSG100 | HLSG200 | HLSG300 & HLSG400
Total Volume(L) 10 50 100 200 300 400

Mafﬁﬁ%mm Feeding Quantity(Kg) =3 10~22 15~40 60~100 | 100~300 | 130~160
Max Inside Diameter(mm) 294 500 640 800 860 980

Rotating Speed of String 30~500 30~500 20~300 25~500 10~150 10~150
Paddle(r.p.m)

0% 2] 7 45 Power of main Motor(KW) 29 55 1 15 22 22

Driving System

Rotating Speed of Cutter(r.p.m) 300~3000
Power of granulator Motor(KW) 0.8 1.5 4 4 7.5 7.5
Length(L)(mm) 1550 1980 2200 2500 2400 2500

i it Total Height(H)(mm) 1500 1500 1560 2000 1685 2240

Welgjht
R~ ; 5
Bisncions Height of discharge Outlet(mm) 700 700 700 900 800 800

Width(B)(mm) 550 760 870 1400 100 1200
Weight of Machine(Kg) 260 400 1540 1100 1800 2100
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YK-Serials Oscillating Granulator
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Application:

This machine is used for forming the required granules
from moist power material, or for crushing dried block
into granules in required size.

Its main features are: the sieve can be removed and
remounted easily, its tension is also adjustable. The
rotor also can be removed and cleaned conveniently.
The driving mechanism is totally enclosed in the
machine body and its lubrication system, makes the
machine work smoothly.

Type YK160A, a new type is designed in accordance
with GMP standard, its surface is made of high quality
stainless steel and looks nice. Especially the metal and

stainless steel screen mesh improves the pellets'quality.

EZHARSH Main Technique Specifications

SHITEM _H5 TYPE WKB0A YK90A YK160A
14 1142 Dia. Of Rotor (mm) 60 90 160
78 T 47 WIS S Effective Length of Rotor (mm) 180 290 360
78 1) % 3 Rotor Speed (r/min) 46 50 65
42 7% i 11 Production Capacity (Kg) 20~30 50~100 200~300
¥} 2 1 )5 Hopper Opening Size (LXW) 200x200 348x260 415x380
HL WL % Motor (kw/v) 0.25 0.55 2.2/380
AP R S) Overall Size (mm) 460X550X570 750X460X840 | 910X700X1200
Bl 2% T it Netweight (kg) 55 90 380
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BY-Series Sugar Coating Machine
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Application:
These machines sugarcoat the tablets and pills for pharmaceutical and food
industries. It is also used for rolling and heating beans and edible nuts or seeds.

Feature:

Sugarcoating round potis elevated 30 degree to horizontal.

Temperature of electrical heater can be adjusted.

Pipe of the blower stretches into pot for heating or cooling purpose.

Thermal capacity can be selected in three levels (1000Kw,2000Kw,3000Kw).

FEH KRS E Main Technique Specifications

15 Model BY 300 BY 400 BY 600 | BY 800 BY 1000 | BY 1200
Dia. Of Sugar Coating Dish (mm) 300 400 600 800 1000 1200
Rotation Speed of Sugar Coating Dish 40r/min 35 r/min 28r/min
Production Capacity (Kg/hr.) 2 5 15 30 ~ 50 50 ~70| 90~ 150
Main Motor Power (Kw) 0.37 0.55 1.1 155 2.2
Blower Power (Kw) 0.09 0.18
Electric-heating Power (Kw) 2.0 3.0
Temperature of Hot Air ( °C) 50 — 60
Overall Size (LxW x H) (mm) 490x600x750 |490x600x800 | 700x550x1300 900x900x 1400 |1000x 1100 x 1600 | 1200 1200x 1600
Net Weight (Kg) 70 120 240 250 300
TBYZR 5| & &<
TBY -Series Table Type Sugar Coating Machine
FEH AKSH Main Technique Specifications
R 4 Model TBY400 TBY500
B4 4 ¥i#¢ Dia. Of Sugar Coating Dish 400 (mm) 500 (mm)
Bl A< #a %% £ Rotation Speed of Sugar Coating Dish 0~48r/min
'l 7 f;ﬁ J1 Production Capacity (Kg!hr 5 8
lL‘HL I # Main Motor Power (Kw) 0.75
K HLIh #% Blower Power (Kw) 0.12
In#3) #% Electric-heating Power (Kw) 2.0
WAL Temperature of Hot Air ('C ) 20 ~ 120
M%) Overall Size (Lx W x H) (mm) 500x700x1100
17 Net Weight (Kg) 70
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XZS-Serials Vibrating Screens
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Application:

Series XZS Vibrating Screens is the ideal equipment for
continuous screening and discharging of powdery or
granular materials of various fineness in pharmaceutical,
chemical, foodstuff, and cosmetic industries.

This SCREEN is composed of discharge disk, shaking
chamber, coupling, and base. When the adjustable
eccentric heavy weight revolves in the wake of the
materials form an orbital dedy in the sieve, thereby
achieving the effect of screening, the amplitude of the
heavy weight adjuster can be regulated according to
different materials and screen meshes.

The whole Screen has the advantages of compact
structure, steady and smooth running, no dust flying, low
noise, as well as easy operation and maintenance.

FEH KRS E Main Technique Specifications

45 Model XZS315 XZS400 XZS500 XZS800
A7 fiE 71 Productivity (kg/h) 50-100 50-200 100-350 150-850
i i H %1 Screen Meshes 12-200

i 4 1 1% Screen Diameter ®315 ®400 @500 ®800
)% Power (kW) 0.37 0.55 0.75 1.5

4b 7 <) Overall Dimensions (mm) ®400x1000 | ®560x1100 | ®700X1200 | ©960x 1300
7§t 75 Net Weight (kg) 80 100 180 250
#Fh R 5 B4 45 A — i 1] Each Model id provided with double, or triple outlet.

i g 18 719 71 [B] Adjustment of vibrating rang 1-6 mm
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Electronical Table Counting Machine
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Main Features:

The machine contains electronic counting turnplate, so it counts, fills and delivers medicine automatically.

The machine adopts CCD sensitive technology that features high resolution, fast response and correct
counting.

Change of filling quantity only needs easy setup. Template is needless for counting. Changeover of medicine is
quick and easy.

Construction of the machine is compact in design, so it easy to maintain and clean the machine.

Features low noise and low power consumption. Its human machine interface (touch screen) is in control of
PLC.

The machine has the “no bottle, no filling” interlocks.

Purposes and Scope of Application:

Tablets or capsules pass special passage and fall into bottles according to the prescribed quantity that magic
eye counts. The machine is widely used in pharmaceutical and food industry.

F EZRK AR S L Main Technique Specifications

Model PAD2000II-C

Applicable to Tablets or 00#~5# capsules

Bottle Specification 20~300ml
Filling Qt. According to user requirements

Input Power Supply AC220V /50Hz

Machine Dimensions (WxDxH) 960mmx660mmx1000mm

Weight 130kg

Power 0.35kW

Noise <80dB(A)
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BC-Il Automatic Tablet Counting Machine
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Usage:

This machine is suited for counting and filling medicament such as sugar coating , calcium, tablets,

pilland capsule, etc.

F EH#H K S % Main Technique Specifications

2 Jv LK% Diameter of tablet

b4~ 14 (mm) ‘

O Bk 5

Bottles for counting pan rotating one cycle

50~100F (Tablets) 3)ff(bottle)/fE (cycle)

100~200F (Tablets) 2fi(bottle) /[ (cycle) |

500~1000f (Tablets) Ujfg(bottle) /& (cycle)

k% Specification of Bottle

50~100(m1)

/= fit Product Capacity 20~30jffi/5r (Bottle/min.)
H1 Hl Motor Jw7124 0.55Kw, JW7114 0.37Kw

At L sE Dimension of the machine

1950%1330%1420 (mm)

It # Net Weight

450Kg
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DPP-Type Auto Blister-Aluminum
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Application:

This machine is suitable for capsule, tablet, big honey pill, candy, liquid, paste, one injector as
well as irregular shape Al-plastic and Al-Al sealing packaging in pharmacy, healthcare, food,
cosmetics, medical equipment industry etc. This machine is adopted with micro-computer PLC,
frequency converter, touch panel operation, high automation; itis ideal blister packaging

equipment.

FEH#H KRS E Main Technique Specifications

(CanBe\ red As User's Req

Model DPT70 DPP140 DPP250
?‘T’ i& l’,ﬁ)j ;%"- Cutting Frequency (Times/min) (according standard blister 80x57) 20-40 15-35 10-50
{‘tf‘tﬁéjj Capacity (/i) (Bli ) (Calculating according standard blister ) 2400 4800 9600

Igz K8 1B B E Max forming area and depth (mm) | 80x100x26 130x130%26 240x150%26
B AT R Y5 [H] Stroke (mm) (Can Be Manufactured

As User's Requirements) 60—~95 40~110 40~160
JE 4if 2% “{ Air Pressure(Mpa) 0.4~0.6

*E&mﬁ% Standard Plate (mm) 80x57x1 70x57x2 80x57x4

S I # Total Power (Kw/volt/frequency)

1.8/220V/50Hz

3.2/380V/50Hz

6.0/380V/50Hz

T LWL 3 Main motor power (kw)

0.55

0.75

1.5

PVCii#i J'l R TJ' PVC hard pieces(mm) (thickness X width)

0.15~-0.5X80

0.25~0.5X140

0.25~0.5X250

PTP4: i ) PTP Aluminum Foil (mm) (thickness X width)

0.02~0.035%80

0.02~0.035X140

0.02~0.035X250

5 H ¥4 41 J7 X Mould Cooling

C KK B A 4 /KO

Tap water or recycle water

1§ 7 weight (kg)

EWPBNRHARLE DD 27

AR JE JL ) Overall Dimensions (LxWxH) (mm) 900%x460%x890 | 2300x700x1550 | 3000*%730%x1600
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YG-Type Oral Liquid Filling & Sealing Machine
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Application:

This machine is applied to various trades such as pharmacy, chemical
industry. Food and beverage etc.

This machine carries out a series of operation steps to oral liquid, liquid
medicine and chemical liquid such as automatic delivering bottles, filling
liquid, adding cap, capping and outputting bottles.

FEHASE Main Technique Specifications
HERE 7254 Volume of Filling: 10-30ml
A 7= J) Product Capacity: 2400-3000/H (bottle/hr.)
HHLII % Motor Power: 0. 75KW/380V
W% Ih# Vibrating Power: 50W/220V
AbIERSE Dimension: 1100X1000X1350mm
WPLE A Net Weight: 250kg

AL GEY %2 2R I 22 JE £ 4l
ALG-Type Ampoule Filling & Sealing Machine

Fi&:

EH TR e 2.
TIEREE:
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Descriptions:

This machine is a type of stable and reliable product, which is suited for
filling and sealing standard ampoule and heterogeneous ampoule.

This machine can be used as single machine or joint in production line.

FEH#HAKES ¥ Main Technique Specifications

%5 Model ALG5/10-4 ALG20-6 ALG1/2-8
i 4% B #% Filling Specification(ml) 5/10 20 112

74k (/) Capacity (pes./min) 8000-12000 6000 16000-18000
1% Power 0.55

#861 &  iit Fuel consumption
Wy #4871 2 H1 5t Combustion-supporting Consumption

i1 3-4m3/h(gas) 0.08-0.1Mpa(LPG)
%171 1m3/h Oxygen 0.1Mpa

4F JE J 51 Outside Dimension (mm) 1650x900% 1500 18509001500
7t # Net Weight (Kg) 400 450
i1 Power Supply 380V /50Hz
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DHX-Il Multi-Function Washing Machine
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Usage:

This machine can be suitable for washing and dry different size bottle, such as ampoule,
oral liquid bottle etc.

FEH KRS E Main Technique Specifications

. Jfig /) Capacity 12000~24000jfi//) I (bottles/hr.)
CHLIE - B % 170 5% ) (According the size of the bottle)

i ML &5 £ Height of bottle 30~200mm

Jih ) % Total Power 2.3Kw/380V/50Hz — {1 P £k (Four wires/3 Phase)

4 JE R~ Dimension 900X1000%X 1750 (mm)

7+ T Net Weight 250Kg
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CT-Serials Cyclic Hot Wind Cabinet
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Main characteristics:

Itis widely used in pharmaceutical, food, chemical industry etc. which baked and dehumidified to material.

Its work principle is that used steam or electric heating air, then made a cycling dry with heated air. There
are even dry and lower discrepancy of temperature difference in the each side of oven.

In the dry course of suppling continuously flesh air and discharging hot air so that the oven Might be in good
condition and kept proper temperature and humidity.

FEH AKZSE Main Technique Specifications

SRS ttem CT-C-0 CT-C-l cT-C-ll CT-C-lll CT-C-IV
RV )] Steam Pressure (Mpa) 0.05~0.8
B4t T 4% B Dry Quantity (Kg/time) 50 100 200 300 400
1 A B Active Volume (m”) 1.2 2.7 5.3 71 9.8
J fic H1 T % Power (KW) 0.45 0.45 0.90 1.35 1.8
A1t Blast Volume (m /hr) 1800 3450 6900 10350 13800
: B fT B Area of Heat Dissipation (m') 10 20 40 80 100
Hi B 44 ) % Heating Power (Kw) 9 18 36 54 72
: il Fl i £ Temperature Range (°C) 60-140
ik %= Difference in temperature (°C) +3
fi % Bk %= Drying Cart (set) 1 2 4 6 8
AR JE JUSE Overall Size Lx W x H (mm) | 1480%1000%1640 |2350%1200%2000 | 2350x2160x2000 3390%2160%2000| 4300%2160%2000
‘ S\ LB Net Weight (Kg) 400 890 1760 2640 3520
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DW-Series Conveyor-type Drier
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Application:

The DW series conveyor-type drier is the continuous-type dryequipment which the mass production uses, uses
in a permeable betterlaminated shape, the strip shape, granulated material dryness,regarding the dehydrated
vegetables, the Chinese native medicine and so on the moisture content high, but the materialtemperature
does not permit the high material especially appropriate,this series dryer has the drying velocity quick,
evaporates theintensity to be high, the product quality good merit, filters the cakeclass to the dehydration paste
shape material, must after make thegrain to make clavately also may be dry.

FEH#H KRS % Main Technique Specifications

W ERUBNEARAED) 31

5 Model DW-1.2-8 | DW-1.2-10, DW-1.6-8 | DW-1.6-10| DW-2-8 DW-2-10
L G %L Single Number 4 5 4 5 - 5
| 7 B Band width 1.2 1.2 1.6 1.8 2 2
[~ 44 & 1< Drysection chief(m) 8 10 8 10 8 10
i} I Material's thick(mm) 7 10-80
{4 1l 5 JE Application temperature('C) 60-150
75 VU)K 1 Steam pressure(MPa) 0.2-0.8
ZE VR bt Steam consumption(kg/h)  120-300 150-375 | 150-375 170-470 | 180-500 225-600
45 15 [8] Drying time(h) 0.2-1.2 0.25-1.5 0.2-1.2 0.25-1.5 0.2-1.2 0.25-1.5
-4 9 % Dry intensity 60-160 80-220 75-220 | 95-250 100-260 120-300
R e el output(KW) 8.8 " 12 15 16 20
| B o aatal it N} 10.1 12.3 13.3 16.3 17.3 21.3
£ L (mm) 9.77 11.77 9.77 11.77 9.77 1.77
BIERSE | % w(mm) 1.5 2.44 2.66
# H (mm) 2.83 3.5
%7 NetWeight (Kg) 4800 5780 5400 6550 6350 7800






















